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TILTON ENGINEERING, INC. (805)688-2353   FAX (805)688-2745

25 EASY STREET    P.O. BOX 1787      BUELLTON, CALIFORNIA    93427 USA

ZONE CHK'D DATE REV ECN CHANGE OR ADDITION

4882VAN SCHMUS 1
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BALANCE BAR & 77 SERIES M/C ASSEMBLY
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72-280 & 77-XXX

NOTES:
1.  UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE IN INCHES.
2.  ALL DIMENSIONS ARE NOMINAL
3.  72-280 BALANCE BAR ASSEMBLY AND 77 SERIES MASTER CYLINDERS MUST BE
     PURCHASED SEPERATELY

2.6

2.90

5.26

.25

7.08

1.000

.290

.290

.300

-3 AN FEMALE OUTLET PORT

-4 AN MALE INLET FITTING
TILTON P/N 77-015

3/8-24 THREADS, SHOWN WITH 
.375 THREAD ENGAGEMENT

NEEDLE BEARINGS ON ALL
BIAS BAR PIVOTS

O.312 SPHERICAL BEARINGS
POSITIVELY RETAINED WITH CIRCLIPS

TILTON ENGINEERING 
77 SERIES MASTER CYLINDER
5/8" TO 1" BORE x 1" MINIMUM STROKE.

BLUEPRINTED MASTER CYLINDER CUT-OFF PORT TRAVEL.
CUTOFF PORT DISTANCE MAY BE ALTERED FOR INCREASED / DECREASED
PEDAL FREE PLAY USING VARIABLE THICKNESS SHIMS AVAILABLE SEPERATELY.

-4 AN MALE INLET BANJO
GOODRIDGE P/N 776-04-06 OR 776-04-M14 FITTING
GOODRIDGE P/N 775-06 BANJO BOLT
GOODRIDGE P/N CW901-6 CRUSH WASHER (2 REQUIRED)
AVAILABLE FROM ANY GOODRIDGE DEALER

2.6

#10 SCREWS

3 POSITION ADJUSTABLE 
PEDAL RATIO

JAM NUT SECURES BIAS BAR SETTING.
FOR REMOTE CABLE ADJUSTER, REMOVE JAM NUT
AND SECURE CABLE DIRECTLY INTO END OF 
BIAS BAR WITH PROVIDED SET SCREW.

.882

1.52
1.07RANGE

 INLET FITTINGS ARE NOT INCLUDED WITH MASTER CYLINDERS.
 SUITABLE FITTINGS FOR YOUR PARTICULAR INSTALLATION
 MUST BE PURCHASED SEPERATELY

LONG CLEVIS FOR LONGER STROKE FRONT MASTER CYLINDER
AT REST,  LONG CLEVIS ROTATES THE BIAS BAR AS SHOWN.
THIS ALLOWS BIAS BAR TO RUN SQUARE UNDER BRAKING.

9 TURNS OF TOTAL ADJUSTMENT
FRONT TO REAR BIAS FROM 59/41% TO 41/59%

1 TURN = 1.9% CHANGE

.60

8.17


