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NOTES:
1.  ALL DIMENSIONS ARE IN INCHES
2.  WEIGHT: 1.26 LBS

2.90

6.93

4.54

0-RING SEALD AN-4 MALE TO MALE FITTING (SUPPLIED),
7/16-20 THREAD MAY ALSO BE USED WITH CRUSH
WASHER SEAL FITTINGS SUCH AS BANJO BOLTS, 3 PL.

.90

3.73

5.95

1.70

1.92

13.4 OZ. 4.7 OZ.8.7 OZ.

.61

2.09

3.53

5.09

4.00

.33 TYP.

3.48

O-RING SEALED CAPS
ENSURE PROPER SEALING, 3 PL.

REMOVABLE LID PROVIDES EASY ACCESS
TO RESERVIORS FOR CLEANING AND
MAINTENANCE.

O 1.50 3 PL.

3.96

1/4", INTERNALLY BAFFLED NIPPLE
FOR CUSTOMER-SUPPLIED BREATHER
TUBE PROVIDES APPROPRIATE VENTING, 3 PL.

3 SEPERATE INTERNAL RESIVIORS
ALLOW FOR COMPLETE EVACUATION
OF ONE, WITHOUT AFFECTING
THE REMAINING TWO.

O.34 THRU FOR CUSTOMER-SUPPLIED
5/16" OR 8MM MOUNTING BOLTS, 2 PL.


