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| ZONE | CHKD | DATE | REV | ECN | CHANGE OR ADDITION
15°-=
CRUSH WASHER Y
AN-4 FITTING 45° PIN 44516
PIN 73-840 f
®@
176 /1447) =t 7 ~ =
TRl ﬁi 0 |
CONTACT DIAMETER < 150 -I-I-I-l-
i ( 150 / 138.0) 126\ O 1299
AN-3 FITTING 173/ 144.0) 320 \ (38.3)/ 38.07) M
R 1.320 P/N TE2089-189 { |
(33.53) / f
1.600 I_(\
- \—— 06 X 45vCH. FOR —
e
= ASSEMBLY LOCATION
MAX STROKE
0.266/(6.76) 2 PL. 10717.8)
ACCEPTS /4 AND 1.600
6 MM FASTENERS
WIPER AND S
MAIN SEAL KIT —_— HEIGHT -IJ_“-
P/N 62-905"
183 / 146.5)
INSTALL MAIN SEAL 190/ (48.3]
SMOOTH SIDE —
NOTES: AGAINST PISTON. 0
1. .70 IN. MAXIMUM STROKE.
2. SELF ADJUSTING FOR CLUTCH WEAR. TOLERANCES:  unisssseecrieoorewse MATL TILTON ENGINEERING, INC. FAX 805/688-2745 | | l l
3. 200 CLEARANCE WITH NEW CLUTCH ASSEMBLY. DRILLHO LES SPEC 25 EASY STREET, P.O. BOX 1787, BUELLTON, CA 93427 805/688-2353
4. 69 LB. AS SHOWN. o COND [__1
5. ONE PORT MUST BE DIRECTED WITHIN 5 XXX+ HARD TITLE: LOW PURI\(IDI\llzllEIF-{E A"ﬂﬁoﬁ?\lsﬁl\'}f” J
DEGREES OF VERTICAL FOR BLEED LINE. FRACT +
ANGLE + FINISH DRAWN BY O'NEIL CHKD SCALE 1:1 DWG
CONC (TIR) 4388
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